








Current Version: September 26, 2012
City of San Marcos Adopted 05/15/2014

No.
No.
No.
No.
No.
No.
No.

628S-1
629S-1
630S-1
631S-1
632S-1
633S-1
634S-1

Hay Bale Dike

Brush Berm

Interceptor Dike
Interceptor Swale

Storm Inlet Sediment Trap
Landgrading

Level Spreader

City of Austin Standard Details

Designation

No.
No.
No.
No.
No.
No.
No.
No.
No.
No.

635S-1
636S-1
637S-1
637S-2
638S-1
639S-1
641S-1
642S-1
643S-1
644S-1

Description
Perimeter Dike

Perimeter Swale

Pipe Slope Drain (Flexible)

Pipe Slope Drain (Flexible)

Pipe Outlet Sediment Trap

Rock Berm

Stabilized Construction Entrance
Silt Fence

Stone Outlet Structure

Stone Outlet Sediment Trap

Texas Department of Transportation: Standard Specifications for Construction and

Maintenance of Highways, Streets, and Bridges

Designation
Item No. 100

Item No. 110
Item No. 132
Item No. 158
Item No. 160
Item No. 164
Item No. 204
Item No. 210
Item No. 211
Item No. 213

Description

Preparing Right of Way
Excavation

Embankment

Specialized Excavation Work
Furnishing and Placing Topsoll
Seeding for Erosion Control
Sprinkling

Rolling (Flat Wheel)

Rolling (Tamping)

Rolling (Pneumatic Tire)

Texas Department of Transportation: Manual of Testing Procedures

Designation
Tex-103-E
Tex-104-E
Tex-114-E

Tex-115-E

130S

09/26/12

Description
Determination of Moisture Content of Soil Materials

Determination of Liquid Limit of Soils

Laboratory Compaction Characteristics and Moisture-
Density Relationship of Subgrade & Embankment Soil
Field Method for Determination of In-Place Density

of Soils and Base Materials
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